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BRC WIRE

= Drawn from Low, Medium & high Carban stesl wires,

- Commercial & heavy Zinc coating as per international slandards
including ASTM, BS-EN, IEC, DIN &tc......

- Diameter range 1.6mm to Smm.
Tensile strength range from 350 MPA to 2200 MPA (N/mm2).

BRC WIRE TYPES:

- Commercial & heavy galvanizad steel wire.
pring wire
- Cable Armoring wire.
= Aluminum Conductor Steel
Reirdforcameant Wire (ACSR)
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MERCIAL & HEAVY
VANIZED STEEL WIRE:

-y

| - Tendila Strangth 350 1o 2200 MEA,
- Soecifiation: ASTM A 647 (A G41-198
ASTAIA317-92, BS-EN 10244-2 ASTM A 392 clas

o ary ather interational slandard,

Typical Application:
- Chair link.

Hiuh tersion wire for highway W

Welded fenca
- Wiz for PVC coalig
= Gabion for soil prolechd
= Barbad Wiz,
- Cancerting
~Goal hangerhooks,
Wikl yerd, bucket Randles
Nenls & sereins.
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454 Part 1, 8S 5216,
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CABLE ARMORING WIRE

- Low Carbon Steel Wire.

- Diameter Range 1.6mm to Smm.

- Tensila strenglh 340 to 500 MPA

- Speification: ASTM A411, BS-EN 10257, B5 443,
& BS-EN 10244-2,
IS 3875 or any other intermational Standand.

Typical Application:
Cahla Arrmosing wires ame used in
electrical cables,
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